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Parapet —|

at 4" cts. Tied to bottom of

2-#5 b1 (F) bars (2°-0" long)
top reinforcement. (Typ.)

9/4N

PLAN AT PARAPET
SPANS | THRU 26 AND 31 THRU 34

1" Min. € 3" dia. steel stud bolfs
threaded 6" Each End with
2 washers and luck nuf.
Be " dia. holes in web.

Pipe Clamp — l (May be drilled in field).
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2-#4bsg(E) bars 4-#4bsg(E) bars

PLAN AT PARAPET
SPANS 27 AND 29

2-#5 bt (E) bars (2°-0" long)
at 4" cts. Tied to top of top
bars in grid deck. (Typ.)

Dimension
as required
by pipe clamp

#5a20(F) bar, Typ.
| F

[ #4bsg(E) bar
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FED. 41D PROJECT-

lg" Fabric Pad

- 6" ¢ Pipe clamp

SECTION A-A

#44,5(E) bars

between WT 4x5 49" Concrete
J (Cast in Place)
~—~¢ Scupper
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€ 37 ¢ xI-7" (Min.) steel
stud bolts threaded 6" each
end with 2 washers and
locknut. P ¢ holes in

web (drilled in field).

H-6" ¢ Pipe clamp

2-2" min.
I

’ | ¢ 6" ¢ Pipg—]
SECTION AT PARAPET

SPANS 27 AND 29
DRAINAGE SCUPPER DS-11
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| - F grid deck (WT4x5) 1. Reinforcement bars designated (E) shall be
A #4ap6 (F) bars epoxy coated.

. Cut longitudinal reinforcement to clear drainage scuppers.

For Clarity, #5byp;(F) bars are not shown.in
Section A-A.

. Fiberglass pipe shall conform to ASTM: D2996

with shorttime rupture strength hoop tensile stress
of 30,000 R.S.I. minimum.

. The exterior surfaces of the floor drain shall be

painted with the urethane coat painting
specified for structural steel.

. The exterior surfaces of the floor drain shall be cleaned

according to Structures Painting Council’s Spec SSPC-SP1
prior to painting: ’
For bar details, see sheet 94-95 of 281

. No deck drains will be permitted in the span over fracks

or within 107 of cross arms of rail road pole line.
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